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PARAMETER TEST CONDITIONS VALUE
INDUCTANCE J1=J2 [100kHz, 100mVAC, 18mADC, Lp| 350uH min.
INDUCTANCE J3=J6 [100kHz, 100mVAC, 18mADC, Lp| 350uH min.
DIELECTRIC PRI-SEC 3 1500";”;41 iZtSeOVDC,
130 £.015(16) )
[3.30 £.38] | [ .546 MAX. 670 MAX. TURNS RATIO Per schematic -
[13.87] [17.02] INSERTION LOSS IM - 100MHz -1.0dB max.
— RETURN LOSS IM - 30MHz -18dB min.
RETURN LOSS 30M - 45MHz -16dB min.
= RETURN LOSS 45M - 60MHz -14dB min.
| =
— RETURN LOSS 60M — 80MHz -12dB min.
| " 135.05] " [WAWE-MIDCOM CROSSTALK IM — 100MHz -30dB typ.
= 7499411001 COMMON MODE REJECTION IM - 100MHz ~35dB min.
J COMMON MODE REJECTION 100M — 500MHz —25dB min.
ZLor CODE & DATE CODE
® 1cT:1CT @ GENERAL SPECIFICATIONS:
e % % s k[w-gﬂg]a OPERATING TEMPERATURE RANGE: 0°C to +70°C.
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O 9 e 500 Designed to handle 600mADC and meet 802.3at.
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